
 

ATEX BOXES : ATEX PRESSURE CASE FOR A4 
LPT-500 PRINTER

The ATEX pressurized A4 printer box is ideal for all companies that need to print in the ATEX 
area.

Easy to install and maintain, it integrates a purge and pressurization controller according to the 
area of   use and offers very flexible options, including signal lock, by-pass function to recover 
sheets or change cartridges and functions generally proposed on systems of this type in ATEX 
zone.

Kermaz has developed a certified system for installing needle, laser or thermal printers. A com-
pact and ergonomic cabinet, in stainless steel or painted steel leaving enough room for the 
installation of your printer. The purge and pressurization fittings are arranged in such a way 
that they do not encroach on the work of the operator and allow the replacement of the car-
tridges or the supply of paper.

      

       TECHNICAL CHARACTERISTICS : 

• Box in stainless steel or painted steel
• For A3 or A4 paper or label printer
• Input and output signals locked
• Bypass key for maintenance and paper supply
• Equipped with a purge and pressurization controller for zone 1 

GD or zone GD
• Delivered fully wired and tested
• Controller Manual available in English and French
• Power supply of the control system in 230V ac or in 24V dc
• Possibility of creating a customized system
 
 MARQUAGE : 

• LPT 500-1 box purged zone 1
• LPT 500-2 box purged zone 2
• LPT 500-3 box purged zone 21
• LPT 500-4 box purged zone 22
• LPT 500-5 pressurized box non ATEX zone 

• Options - external remote control, information transfer on 
control system, ATEX wifi connection ... 
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